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IN-EAR RACK

AUX 1 IN (RemoH)

AUX 2 IN (Nicola)

AUX 3 IN (Philipp)

XLR, BALANCED, 
3x XLR THRU/LINK OUT

LAPTOP RACK

STEREO, XLR, 
BALANCED, MIC 
LEVEL, 2x DI OUT  

RemoH LEAD 
(AUX 1)

Philipp LEAD
(AUX 3)

Nicola BACKINGS 
(AUX 2)

RemoR 
(AUX 4)

KEMPER L
MAIN OUT, XLR, BALANCED
MONO/STEREO, LINE LEVEL

KEMPER R
MAIN OUT, XLR, BALANCED
MONO/STEREO, LINE LEVEL

ORANGE TERROR BASS
DI OUT, XLR, BAL, 
LINE LEVEL, MONO

ORANGE 2x12 CAB
STAGE MONITORING

AMPEG 6x10 CAB
STAGE MONITORING

PALMER 2x12 CAB
STAGE MONITORING

MIC 1: TC VOCAL STOMP OUT, MIC LEVEL
XLR, BAL already with EQ, Comp, Rev, Delay

MIC 3: TC VOCAL STOMP OUT, MIC LEVEL
XLR, BAL already with EQ, Comp, Rev, Delay

MIC 2: TC VOCAL STOMP OUT, MIC LEVEL
XLR, BAL already with EQ, Comp, Rev, Delay

DRUMPAD 
(MIDI OUT)Yamaha Mixer

AUX 4 IN 
(XLR, BALANCED)

CLICK OUT

IEM

CLICK IN

MIDI IN

GIT L BASS GIT R

2x
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WHAT SPECS COMMENTS AVAILABLE 
BACKLINE FOR 
SHARE

DRUMS 1x Bassdrum 22‘‘ Yamaha Drumkit YES

DRUMS 1x Tom 14‘‘ Yamaha Drumkit YES

DRUMS 1x Floor Tom 18‘‘ Yamaha Drumkit YES

DRUMS Cymbals, Pedals, Snare, Stands Yamaha Drumkit NO

DRUMPAD Nord drum 3 with stand MIDI OUT to LAPTOP RACK,  no audio output NO

MONITORING DRUMMER 1x Yamaha MG06 Compact analog mixer (brought by the 
band)

AUX 4, XLR IN, 
CLICK and SAMPLES MONO directly from LAPTOP RACK

NO

MONITORING IEM IN EAR RACK, 3x AUX XLR IN, 3x AUX THRU XLR OUT (e.g. for 
linking to floor monitoring cabs etc.) brought by the band

AUX1 IN (RemoH) AUX 2 IN (Nicola), AUX 3 IN (Philipp), HF BAND: 
863 - 865 MHz, 823 - 832 MHz

NO

AMP KEMPER L (Guitar L)
RemoH

XLR BALANCED MAIN OUT, MONO OR STEREO, LINE LEVEL We use CAB for well balanced sound on stage and front row, stage 
monitoring, FOH panned a little left

NO

AMP KEMPER R (Guitar R)
Nicola

XLR BALANCED MAIN OUT, MONO OR STEREO We use CAB for well balanced sound on stage and front row, stage 
monitoringm FOH panned a little right

NO

BASS AMP (Orange Terror Bass)
Philipp

DI OUT, XLR, LINE LEVEL, MONO We use CAB for well balanced sound on stage and front row, stage 
monitoring, 

NO

GUITAR CAB L Orange PPC212V, Impedance 16 Ohm 2x Creamback Speakers YES

GUITAR CAB R Palmer 2x12, Impedance 8 Ohm 2x Vintage30 Speakers YES

BASS CAB (Ampeg 6x10) Ampeg 6x10, Impedance 4 Ohm YES

MIC 1 LEFT (Remo) TC Mic Machine Stomp Pedal, XLR OUT, 
SM 58 and cable from Mic to Stomp brought by the band

MIC LEVEL, already processed with EQ, Comp, Delay, Reverb NO

MIC 2 RIGHT (Nicola) TC Mic Machine Stomp Pedal, XLR OUT, 
SM 58 and cable from Mic to Stomp brought by the band

MIC LEVEL, already processed with EQ, Comp, Delay, Reverb NO

MIC 3 CENTER (Nicola) TC Mic Machine Stomp Pedal, XLR OUT, 
SM 58 and cable from Mic to Stomp brought by the band

MIC LEVEL, already processed with EQ, Comp, Delay, Reverb NO

LAPTOP RACK 2x DI OUT (built in), MIC LEVEL, STEREO Samples from Laptop via UR44-C Steinberg Interface, FOH: Intro song has 
to be present in the mix, then samples are already leveled for each song

NO
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